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1. By lettor dated 6 Apr 53 our Boubsy distridutor, Eastern Electric and
Bugineering Co, tnformed us of an enquiry for VEF serisl directica fiader
oquipment, The letter 414 not identify the interested scurce of the requirement.
@iven belov are the specifications for the desired squipment (which we are
in no position to supply) as eomtained in as sttachment tc the letter,

$8F Direction Finder

VAF dirvection finder equipment capable of giving sensed bearing to any alrcreft
Sreammitiing on & given frequency in the band of 118 to 132 wc on s line of sight
peth of 100 milas 15 required. The bearings provided should be instentenecus amd
provide s contimwous indication of the direction of the arrivel of any signal
reocsived from an aireraft. The bearings required ghould be & ted smbomatically
vithout swbiguity by weans cf = single radis) trace on » cathed¥ey tubeir by &

bearing indicetor meter. w
o
Sapevel Feguirements © S
=
s, The squipment shall de suiteble for imstallstion in airport dermipsl or

building. In some ceses the satsuns tower will be reguired to be mountedSn the
roof of the control tower building and the main DF equipment to be installsd in
the duilding, In sole cases, the main equipment vill be instelled away 6k the
station iz » sBall isclated dullding o= am opsn eite, in vhich case mester remote
indicators or "sleve” indicators will alec Be required. The remete indication is
%0 o provided eover a pair of telephone lices.

b. High safety fector shall be provided in all components so aé Lo epsure
agaiust either owerbesting or breakdown,

¢, The equipment shall be suitedble fur working in the tempersture raoge
of 10 to 60 ¢ vith relative humidity of 95%.
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: 4. Complete tropicalizstion and impregeation of components is eassential eo
hat the squipment cab cpsrete under adverse ¥ conditions. Provision
shall be mefe for fungus-proofing of all componentis.

8. Freguency: Any spot t‘nqu in the ﬁ.‘-pus w0 132 me
b. Freguency steiity: ¥ 005% - '

¢. awdio-frequency respomse: 2%0 to 4,000 cyeles 1 3

d. Power swpply: 200-250 volss 30 cyeles - AC nz'@p

®. Sesrings sceturscy: kn'mx all accuracy of ! three degrees for line
of sight paths from norsal aireraft trensmitters up to 100 miles,
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